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UNITS 
 

      

 

 

 

Automatic Conveyer Unit 

 

Top & Bottom Heating Resistant Units 

 

Profile Cartridge Unit 

 

Bottom Trimming Unit 

 

Speed Adjustment Unit 



AUTOMATIC CONVEYER UNIT 
 

     
 

 

TOP & BOTTOM HEATING RESISTANTS 

 
 

       
 
Top Heating Resistant 

 

      
 

Bottom Heating Resistant 

 

Top & Bottom Heating resistants heats laminates and make it ready to be curved for being applied 

to panel easily. 

 

PROFILE CARTRIDGE 
 

      
 
Profile cartridges curve and apply laminate to the panel. 

 

BOTTOM TRIMMING 
 



      
 
Trimming unit with one high frequency motor (11000 rpm) can easily cleans bottom excesses of 

half turn profiles. 

 

 

SPEED ADJUSTMENT UNIT 
 

         
 

 

 

 

SOME OF SAMPLES  
 

 
 

 

 



PROFILES 

      

                                                                          

 

 

  
 

 



TECHNICAL SPECIFICATIONS 

 

Electrical Level             :  400 V – 50 Hz. 

 

Nominal Current          :  14,5 A 

 

Laminate Thickness     :  1 mm 

 

Laminate Height           :  70 mm 

 

Speed                             :  2 – 11 mt / min 

 

Total Electrical Power :  5,5 kW 

 

Working Height            :  870 mm 

 

Trimmer Power            :  0,55 kW  -  11000 rpm 

 

Machine Width            :   940 mm 

 

Machine Length           :   3300 mm 

 

Machine Height           :    1600 mm 

 

Machine Weight          :    815 kg 

 

 

 

 

 

 

Export Center : 

Eyup Sultan Mah. Kızılay Cad. Kosova Sok. 

34885 Samandıra  -  Istanbul 

TURKEY 

Tel :        +90 216 561 85 86 

Fax :       +90 216 561 85 87 

E-Mail  : info@turanlar.com 

Internet : www.turanlar.eu 

               www.turanlar.com 

 


